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01 / PRODUCT OVERVIEW

QUICK ATS 128 Type A

12 mm air target simulator, incoming

FIG 01 EXACT TYPE A ROCKET — OFFICIAL KRUSIK SOURCE

128 mm -30 to +50 deg C 33.6 kg 270 mm

CALIBRE TEMPERATURE RANGE ROCKET MASS STABILISER SPAN

01.1 / OVERVIEW

Unguided 128 mm rocket target flying an incoming ballistic trajectory, used to train short-range air defence system operators.

TYPE CALIBRE STANDARD
Practice 128 mm Eastern

PROCUREMENT AND COMPLIANCE

Supply is exclusively for government and institutional end-users. Availability is subject to destination screening, a state-issued export licence and a verified End-User
Certificate.
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02 / TECHNICAL SPECIFICATION

TECHNICAL DATA

QUICK ATS 128 Type A / AMMUNITION

IDENTITY AND CONSTRUCTION

Calibre 128 mm
BALLISTIC PERFORMANCE

Temperature range -30to +50 deg C

DIMENSIONS, MASS AND SUPPLY

Length of rocket with tracer 1256 mm
Rocket mass 33.6 kg
Mass of ignition charge 9.7 kg

ADDITIONAL TECHNICAL DATA

Stabiliser span 270 mm
Number of tracers 6 pcs
Number of modified IC-5 decoys 4 pcs
Trajectory Incoming (type A) unguided ballistic trajectory
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